GENERAL NOTES:
1. THE AUTHORIZED SINGULAR® REPRESENTATIVE IN MA, NH, RI, AND CT IS SES WASTEWATER.
2.Sock pipe, 6" (150 mm), 1 1/4" (32 mm), and 1" (25 mm) pipe must be supplied by
FACTORY-INSTALLED SERVICE PERSONEL.
3. SINGULAR® 750 QDP SYSTEM IS NOT TO BE INSTALLED IN A TANK COVER.
4. A REVIEW OF PLANS FOR COMPLIANCE WITH SYSTEM REQUIREMENTS IS AVAILABLE BY SES.
5. ALL PLUMBING AND WAVES MUST BE TO ENERGIZED AND INSTALLATION IS AVAILABLE BY SES.
6. CONCRETE DUCT INlett A SEWER SPECIFICATIONS FOR PROPER CONCRETE DUCT
7. FOR CONSERVATION WITH A HIGH WATER TANK, DRAINAGE CALCULATIONS ARE AVAILABLE FROM
8. SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
9. SINGULAR® 750 QDP TREATMENT SYSTEM - STANDARD

SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
FOR MA QUODY POINT ROAD
PATRICK CURRAN
BOURNE

PLAN SCALE: AS SHOWN

10' FROM POINT OF VIEW

WEST
SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
FOR MA QUODY POINT ROAD
PATRICK CURRAN
BOURNE

PLAN SCALE: AS SHOWN

10' FROM POINT OF VIEW

WEST

GENERAL NOTES:
1. THE AUTHORIZED SINGULAR® REPRESENTATIVE IN MA, NH, RI, AND CT IS SES WASTEWATER.
2. Sock pipe, 6" (150 mm), 1 1/4" (32 mm), and 1" (25 mm) pipe must be supplied by FACTORY-INSTALLED SERVICE PERSONEL.
3. SINGULAR® 750 QDP SYSTEM IS NOT TO BE INSTALLED IN A TANK COVER.
4. A REVIEW OF PLANS FOR COMPLIANCE WITH SYSTEM REQUIREMENTS IS AVAILABLE BY SES.
5. ALL PLUMBING AND WAVES MUST BE TO ENERGIZED AND INSTALLATION IS AVAILABLE BY SES.
6. CONCRETE DUCT INlett A SEWER SPECIFICATIONS FOR PROPER CONCRETE DUCT
7. FOR CONSERVATION WITH A HIGH WATER TANK, DRAINAGE CALCULATIONS ARE AVAILABLE FROM
8. SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
9. SINGULAR® 750 QDP TREATMENT SYSTEM - STANDARD

SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
FOR MA QUODY POINT ROAD
PATRICK CURRAN
BOURNE

PLAN SCALE: AS SHOWN

10' FROM POINT OF VIEW

WEST

GENERAL NOTES:
1. THE AUTHORIZED SINGULAR® REPRESENTATIVE IN MA, NH, RI, AND CT IS SES WASTEWATER.
2. Sock pipe, 6" (150 mm), 1 1/4" (32 mm), and 1" (25 mm) pipe must be supplied by FACTORY-INSTALLED SERVICE PERSONEL.
3. SINGULAR® 750 QDP SYSTEM IS NOT TO BE INSTALLED IN A TANK COVER.
4. A REVIEW OF PLANS FOR COMPLIANCE WITH SYSTEM REQUIREMENTS IS AVAILABLE BY SES.
5. ALL PLUMBING AND WAVES MUST BE TO ENERGIZED AND INSTALLATION IS AVAILABLE BY SES.
6. CONCRETE DUCT INlett A SEWER SPECIFICATIONS FOR PROPER CONCRETE DUCT
7. FOR CONSERVATION WITH A HIGH WATER TANK, DRAINAGE CALCULATIONS ARE AVAILABLE FROM
8. SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
9. SINGULAR® 750 QDP TREATMENT SYSTEM - STANDARD

SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
FOR MA QUODY POINT ROAD
PATRICK CURRAN
BOURNE

PLAN SCALE: AS SHOWN

10' FROM POINT OF VIEW

WEST

GENERAL NOTES:
1. THE AUTHORIZED SINGULAR® REPRESENTATIVE IN MA, NH, RI, AND CT IS SES WASTEWATER.
2. Sock pipe, 6" (150 mm), 1 1/4" (32 mm), and 1" (25 mm) pipe must be supplied by FACTORY-INSTALLED SERVICE PERSONEL.
3. SINGULAR® 750 QDP SYSTEM IS NOT TO BE INSTALLED IN A TANK COVER.
4. A REVIEW OF PLANS FOR COMPLIANCE WITH SYSTEM REQUIREMENTS IS AVAILABLE BY SES.
5. ALL PLUMBING AND WAVES MUST BE TO ENERGIZED AND INSTALLATION IS AVAILABLE BY SES.
6. CONCRETE DUCT INlett A SEWER SPECIFICATIONS FOR PROPER CONCRETE DUCT
7. FOR CONSERVATION WITH A HIGH WATER TANK, DRAINAGE CALCULATIONS ARE AVAILABLE FROM
8. SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
9. SINGULAR® 750 QDP TREATMENT SYSTEM - STANDARD

SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
FOR MA QUODY POINT ROAD
PATRICK CURRAN
BOURNE

PLAN SCALE: AS SHOWN

10' FROM POINT OF VIEW

WEST

GENERAL NOTES:
1. THE AUTHORIZED SINGULAR® REPRESENTATIVE IN MA, NH, RI, AND CT IS SES WASTEWATER.
2. Sock pipe, 6" (150 mm), 1 1/4" (32 mm), and 1" (25 mm) pipe must be supplied by FACTORY-INSTALLED SERVICE PERSONEL.
3. SINGULAR® 750 QDP SYSTEM IS NOT TO BE INSTALLED IN A TANK COVER.
4. A REVIEW OF PLANS FOR COMPLIANCE WITH SYSTEM REQUIREMENTS IS AVAILABLE BY SES.
5. ALL PLUMBING AND WAVES MUST BE TO ENERGIZED AND INSTALLATION IS AVAILABLE BY SES.
6. CONCRETE DUCT INlett A SEWER SPECIFICATIONS FOR PROPER CONCRETE DUCT
7. FOR CONSERVATION WITH A HIGH WATER TANK, DRAINAGE CALCULATIONS ARE AVAILABLE FROM
8. SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
9. SINGULAR® 750 QDP TREATMENT SYSTEM - STANDARD

SINGULAR® WASTEWATER TREATMENT SYSTEM DETAILS
FOR MA QUODY POINT ROAD
PATRICK CURRAN
BOURNE

PLAN SCALE: AS SHOWN

10' FROM POINT OF VIEW

WEST